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WWCJ19RE ◆Strong power the base engine is a Cummins engine, wich more

ltre power
AArticulated ◆Good fueleconomy adopting high pressure comimon rallengine, better
19-seater fueleconomy;1
ttrolley ◆Good adherence peiformance: the four-wheel drve can be better adapted

to the low adherence road conditionson the woking surface;
◆5mallturning radius adopting central articulated structure,further
reducing the turning radius of the vehicle;
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◆High safety three sets o independent braking system to ensure the
safety of vehicle operation.

Summary of technical parameters of articulated vehicle

◆ Strong power:the baseengine is Cumminsengine, more power
WCJ8E
Articulated ◆ Good fueleconomy adoptíing high pressure common railengine
hopper truck better fueleconomy;

◆ Good achesion performarce:normal-time four-wheel drive, can be better
adapted to the working surface of the lowatached road conditions
◆ 5mall tuming radius:adopting central articulated structure, further
reducing the turning radius of the vehicle:;
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邮理◆ High safety:three sets of independentbraking system toensure the
safety of vehicde operation.

WCJ5E
5T articulated
vehicle

◆Strong power the base engineis Cummins engine,more power;

◆Giood fueleconomy adopting high pessure common ral ngine,
better fuel economy;
◆Good adhesion performance;normal time fourwheel drive, can be better
adapted to the working surface of the low attached road conditions;
◆ Smal turning radius adopting central articulated structure,further
reducing the tuming radus of the vehicle;
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◆ High safety three sets of independont braking system to ensure the
safety of vohicle operation.

Vehicle Technical Parameters WCJ19RE Articulated 19-seater People Mover WCJBE articulated hopper truck WCJ5Earticulated hoppertruck
Dimensions (LxWxH)(mm) (7200±210)X(2000±60)X(2100±60) (6890±200)X(1960±50)X(2000±60) (6650±190)X(2000±60)X(2000±60)

ngineModel KC6102DZLQFB KC6102DZLQFB/YT06105DZLQFB KC6102DZLQFB/YT06105DZLQFB
Rated power(KW) 120 120/100 120/100

Maximum output torque(V/m) 700 700/542 700/542
Gearbox Torque converter+gearbox Torque converter+gearbox Torque converter+gearbox
Service Brake Four-wel brakingHydrauk braki,Wet brakes Four-whel brakingHhydrauicbraki,Wet brakes Four-wheel brakingHydraulicbrakin,Wet brakes

frde Parking brake Fail-safe wet brakes Fail-safe wet brakes Fail-safe wet brakes
Emergency braking Fal-safe wet brakes Fail-safe wet brakes Fail-safe wet brakes
Drive form 4X4time-shift fourwheel drive 4X4 time-shiftfour-wheel drive 4X4 time-shift four-wheel drive
Vehicle structure type Centrally Articulated Centraly Articulated Centrally Articulated
Rated load weilght(Kg) 19人 8000 5000
Wheelbase(mm) 3500 3600 3300

Wheel base (front/rear)(mm) 1500/1500(front/rear) 1500/1500(front/rear) 1500/1500(front/rear)
Minimum ground clearance(mml 220 210 210
Maximum gradeability(%) >25(14) >25(14°) >25(14°)
Braking distance onflat foad
(Dry hard cement floor) 8m(At an initial speed of 20km/h)

Emission standards CO<5.0g/kWh、HC+NOx<4.0g/kWh,PM<0.30g/Wh; Meet the GB20891-2014 non-road Stage ll emission requirements

Security protection system The vchiceis oupod with ags semningzlam dnce:Aamand zhudowu tfrachaut a tomoermu abowe68 G Colng waucortomperzhure abow 98 Calamand shundon;Aarm ed hutdown shen te wuter le i the wmoh tantlo bebow thesetlelzngne xurbcetempesatureabove 150 Catum andstutoum o presune below69Palam and stutouwn
Explosion-proof electrical Epbosan-prof aemesoc Bploslomerofsghing; Eeplosin profslsralbme ugtznitchig mode marul switheg; Uahtran:20mathe lat rioztcesotbesthan4xsystems
Targtolimurpeturionofoe abweprmer betorgst she SAE SEIKO,an nymedifkationino tbe obfnes,and te lunion i thetmreot ncesay h stundurd modesfti modeul
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Personnel Carrier SAIFU WCJ19RE Www.wme.cn/saifu-wcj19re/


